SC

LINE FILTER

21 MPa

1. Maximum operating pressure: 21 MPa
Impulse test: 21 MPa x 107 times » Model Code
2. T connection. Element removal is downward.
3. Compact filter for small installation space Fluid Type SC lner || Filtration
i . yp Diameter Rating
4. Relief valve or indicator cannot be added.
5. Mass: 1 kg
6. Please contact us for use of fluid other than r
mineral oil on packing, O-rings and other parts. Code Fluid Code| Inner Dia. Code Filtration Media
Blank Mineral oil 01 | Relg x| 3C 3 microns .
F | Phosphate ester-based oil 02 | Rcly § 285% 2: 2"2:2:2 C fiber
Element Max. Differential Pressure G Water glycol-based oil Y¢| 10U 10 microns
*| 20U 20 microns Paper
0.7MPa *| 40U 40 microns
40UW 40 microns
. 50UW | 50 microns
Coding Example 200W | 200 mesh | wire
_ _No_ 150W 150 mesh (SUS)
F-SC-02-3C 100W 100 mesh
60W 60 mesh
¥ 3C: 33=200
8C: 38 = 200
25C : 5= 200
% Not to be used with water glycol-based oil.
¥ Filter media used for water glycol-based oil
differs from that for mineral oil.
» Spares
70 H Element
p—— [FuaType | — SC-01.02 ——
Q Coding example: P-F-SC-01,02-3C
SC-O[] M Sealing parts set
== 7f|| = @ For element replacement / For overhaul
SA— | Fluid Type SC 01,02
CD Coding example: SA-F-SC-01,02
*Spares are common to ID 01 and 02.
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STl | R (4) $C-02 3 Microns (3C) 10 Microns (10U) 150 Mesh (150W)
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